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A magnetic refrigeration test device has been built and tested. The device allows variation and
control of many important experimental parameters, such as the type of heat transfer fluid, the
movement of the heat transfer fluid, the timing of the refrigeration cycle, and the magnitude of the
applied magnetic field. An advanced two-dimensional numerical model has previously been
implemented in order to help in the optimization of the design of a refrigeration test device.
Qualitative agreement between the results from model and the experimental results is demonstrated
for each of the four different parameter variations mentioned above. © 2008 American Institute of
Physics. DOI: 10.1063/1.2981692
I. INTRODUCTION
In recent years a number of devices that produce refrig-
eration by means of the magnetocaloric effect have been pre-
sented. Presentations of a number of the most recent of these
may be found in Ref. 1 and a concise review of the devices
may be found in Ref. 2. Magnetic refrigeration potentially
offers advantages in the form of reduced energy consump-
tion, low noise level, and nontoxic refrigerants as well as
no ozone depletion potential. However, many of the magne-
tocaloric materials that have been proposed for use in mag-
netic refrigeration devices rely on expensive rare earth
elements.3–5 This is also true, to an even greater extent, of the
permanent magnet NdFeB magnetic field source, where the
price of Nd is the limiting factor. Recently, much work has
gone into achieving the greatest cooling power when using a
minimum amount of permanent magnet material while still
maintaining a large field.6,7 The majority of the proposed
magnetocaloric materials have modest magnetocaloric ef-
fects at room temperature in applied fields that may reason-
ably be achieved in a magnetic refrigeration device. Thus,
care must be taken to ensure an optimal utilization of the
temperature increase and decrease offered by the materials
during magnetization and demagnetization.
The present paper describes parameter variation experi-
ments carried out on a small but versatile magnetic refrigera-
tion test device. This apparatus was designed to allow for an
easy access and exchange of any parts as well as control and
adjustability of any experimental parameters. This allows for
a wide range of optimization work to be performed. How-
ever, the focus of this paper is not an optimization of the
temperature span or coefficient of performance, rather it is to
make reliable and robust contact between experiment and a
numerical model based directly on the basic physics of the
system.
An important tool in the optimization of any magnetic
refrigeration device is a comprehensive and flexible numeri-
cal model. This may help in predicting the effect of a pro-
posed alteration of the operation of the device as well as
physical changes to the device. It also allows parameter op-
timizations to be performed consistently and efficiently.
In Secs. IV and V results from a previously published
numerical two-dimensional 2D model8,9 are compared to
results obtained from an experimental magnetic refrigeration
device. A good qualitative and, to some extent, quantitative
agreement between the model predictions and experimental
results will be demonstrated.
The device presented in the following is a linear design,
relying on the active magnetic regenerator AMR cycle.
Conventionally the AMR cycle consists of the following
four steps:5,10,11 magnetization, resulting in an increase in the
refrigerant temperature; removal of the heat from the refrig-
erant by the heat transfer liquid cold-to-hot blow; demag-
netization, resulting in a decrease in the refrigerant tempera-
ture; transfer of the heat from the heat transfer fluid to the
refrigerant hot-to-cold blow.
II. THE MAGNETIC REFRIGERATION TEST DEVICE
The experimental apparatus consists of a cylindrical
plastic block, 40 mm in diameter. The block houses the AMR
in a hole with a rectangular profile. This hole has slits either
side to hold sheets of magnetocaloric material, as shown in
Fig. 1a. In the present experiments the AMR is loaded with
13 flat sheets of 0.9 mm thick gadolinium Gd, with a sepa-
ration of 0.8 mm between each sheet. The Gd is 99.9% pure
obtained from China Rare Metal Material Co. Each sheet is
25 mm wide and 40 mm along the flow direction, giving a
total mass of Gd of 92 g. Heat transfer fluid is moved along
the AMR through the channels created by the separation of
the Gd sheets. At either end of each Gd sheet, 20 mm long
plastic flow guides ensure a laminar flow of the heat transfer
fluid see Fig. 1b. Both the Gd sheets and the plastic flow
guide sheets are flat and held in place by precision machined
grooves in the plastic block, so that each channel has the
same cross section. Perspex tubes, with an inside diameter ofaElectronic mail: christian.bahl@risoe.dk.
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34 mm, are fitted to either end of the AMR block. Plastic
pistons moving within these tubes force the heat transfer
fluid through the AMR. The two pistons are rigidly fixed to a
piece of aluminum such that they always move in phase. The
distance and velocity of the piston movement are controlled
by a stepper motor. The Perspex tube at the “cold end” of the
AMR is insulated with insulating foam in order to minimize
the heat losses to the environment through the tube outer
surface. Due to geometrical constraints, the Perspex tube at
the “hot end” was not insulated.
In order to measure the temperature gradient along the
regenerator five type-E thermocouples have been mounted
equidistantly along the heat transfer fluid channel that is ad-
jacent to the central Gd sheet. Each thermocouple protrudes
1 mm into the channel. The three central thermocouples are
in the part of the AMR containing the Gd sheet; while the
outer thermocouples on either side are in the region of the
AMR with plastic sheets see Fig. 1b. Thermocouples pro-
truding further into the channels, to avoid any effect of being
close to the boundary with the plastic, were tested both ex-
perimentally and through numerical simulations. Due to the
proximity to the Gd sheets at any point in the channel no
significant boundary effect of a protrusion of 1 mm was ob-
served, so this protrusion was chosen to avoid any blocking
of the flow.
The whole AMR assembly is moved in and out of a
magnetic field using a drive shaft controlled by a stepper
motor. In the present experimental setup a LakeShore EM7
electromagnet capable of giving a maximum applied field of
0H=1.4 T is used. The sheets are oriented so the magnetic
field is parallel to the plane of the sheets, thus minimizing
the effect of demagnetization. A permanent magnet field
source has recently been implemented, as will be described
in a forthcoming publication. Such a field source would be
relevant for a future commercial refrigeration application.
However, using an electromagnet allows an easy variation of
the applied field making it possible to compare results from
the device at different applied fields. Because of the mag-
netic force from the electromagnet experienced by the regen-
erator there is a limit to how fast the AMR can be moved in
and out of the magnetic field. This, as well as the stray field
from the magnet, results in a gradual increase and decrease
in the magnetic field and not a stepwise change as in the
ideal AMR cycle. Figure 2 shows how the field inside the
regenerator increases and decreases during the different steps
of the refrigeration cycle, in addition the movement of the
pistons is shown.
The times spent for each of the four steps of the AMR
cycle are controlled by varying the output of the stepper
motors. The time spent on magnetizing, 1, is set to be iden-
tical to the time for demagnetization, 3. Likewise, the cold-
to-hot blow, 2, and the hot-to-cold blow, 4, are set to take
the same time. The total cycle time, , is thus twice the sum
of 1 and 2.
III. THE NUMERICAL AMR MODEL
A 2D mathematical model of the magnetic refrigeration
device has been developed, which is described in detail in
Ref. 8. The numerical model solves the mass and momentum
equations for the flow of the heat transfer fluid and the
coupled heat transfer equations for the temperatures in the
regenerator and in the fluid. The only inputs to the model are
the physical properties of the modeled materials. Thus, there
are no adjustable parameters. The model is based on the
finite element method and implemented using the COMSOL
Multiphysics software package.12 By neglecting boundary
effects in the transversal direction the geometry shown in
Fig. 3 can be confined to two dimensions. Neglecting bound-
ary effects in the vertical direction the model geometry may
be reduced by symmetry to half a magnetocaloric sheet
coupled to half a heat transfer fluid channel. At either end of
the magnetocaloric sheet a heat exchanger, separated from
the magnetocaloric sheet by a small gap, is included in the
model. The heat exchangers are assumed to be in contact
with a cooling load and the surroundings. Figure 3a shows
a schematic of the full 2D geometry considered in the devel-
opment of the mathematical model and Fig. 3b illustrates
the simplification of the full model geometry into the repeat-
ing unit.
(a)
(b)
FIG. 1. Color online The experimental magnetic refrigeration apparatus.
a Image of the AMR housed in a cylindrical plastic block. b Schematic
cross section along the fluid flow direction. The Gd sheets are shown in dark
gray while the plastic flow guides are shown in paler gray. The positions of
the five thermocouples are indicated in the figure by the numbers 1–5.
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FIG. 2. The magnitude of the magnetic field and velocity of the pistons
during the different steps of the refrigeration cycle. The dashed line shows
the gradual increase and decrease in the magnetic field and the solid line
indicates the movement of the pistons.
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The experimental AMR does not include the heat ex-
changers present in the model geometry. However, the ex-
perimental device does implement two flow guides placed at
the positions of the heat exchangers in the model which are
in contact with the Perspex tubes and thus the surroundings
see Fig. 1b. Although the heat conduction through this
assembly is low because of the low thermal conductivity of
the materials used in the magnetic refrigeration device, the
flow guides are used to simulate heat transfer to the sur-
roundings to make the model configuration similar to the
experimental setup. The effective thermal conduction associ-
ated with half a flow guide was estimated from steady state
heat flux numerical analysis assuming relevant material
properties. This gives an effective thermal conductance of
keff=2.510−3 W m−1 K−1.
Gadolinium is implemented in the model as the magne-
tocaloric material using the mean field model8 MFM to
estimate the heat capacity and adiabatic temperature change.
The MFM has been shown to give results in reasonable
agreement with experimentally measured results.13,14 A den-
sity of 7900 kg m−3 Ref. 15 and a thermal conductivity of
10.5 W m−1 K−1 Ref. 15 was assumed for Gd. The specific
heat capacity of the plastic flow guides was estimated to be
1500 J kg−1 K−1 and the density was 1300 kg m−3.
An ambient temperature of 298 K was assumed at the
hot end and since the cold end of the experimental AMR was
insulated with additional foam, the model assumed perfect
insulation at the cold end. To compare the experimental and
the numerical results, the model evaluates the temperature
difference between the cold and the hot ends of the regen-
erator, THC, by determining the temperature at the positions
in the fluid channel which corresponds to thermocouples 1
and 5 see Fig. 1b.
In the model the magnetic field is applied and removed
instantaneously. This differs from the gradual application and
removal of the magnetic field in the experimental setup as
described above. A continuous time varying magnetic field
will be implemented in a future version of the model.
IV. RESULTS
A. Piston stroke variation
The magnetic refrigeration device has been run using a
range of piston strokes from 0.5 to 10 mm. In each experi-
ment 1 and 2 are both kept constant at 3 s each, giving a
total cycle time of 12 s. As the piston stroke length is
changed, the piston velocity is changed accordingly to ensure
a constant 2. Each piston stroke length is equivalent to mov-
ing a fraction of the heat transfer fluid through the regenera-
tor. Due to the difference between the cross sectional area of
the Perspex tubes in which the pistons move and the cross
sectional areas of the heat transfer fluid channels, a piston
stroke of 1 mm is equivalent to moving the heat transfer fluid
9.5% of the length of the Gd sheets.
The electromagnet is set to an applied field of 0H
=1.0 T at the center of the pole gap. Due to the spatial
extent of the AMR, it will experience an average field of
0H=0.97 T when it is centered in the electromagnet, the
“in field” position. In the “out of field” position, 130 mm
from the center, the stray field from the electromagnet gives
an average field of 0H=0.16 T within the AMR. This non-
zero out of field magnitude is taken into account in the nu-
merical model in order to predict more correctly the tempera-
ture distribution within the regenerator. The nonzero field
outside the electromagnet results in an effective decrease in
the adiabatic temperature change upon magnetization and de-
magnetization.
A number of different heat transfer fluids have been used
in the AMR. The first heat transfer fluid tested was deminer-
alized water, to which 10% ethanol is added WE in order to
reduce the surface tension. Ethylene glycol ethane-1,2-diol
EG and propylene glycol propane-1,2-diol PG are both
industrially relevant heat transfer fluids, however with ther-
mal properties that differ significantly from each other and
from WE. Finally a commercially obtained extra virgin olive
oil OO was used as a heat transfer fluid. The properties of
each of the heat transfer fluids are given in Table I. These
values are used for the model calculations.
Heat transfer fluid
Piston PistonRegenerator
Low conductivity gap
Heat exchanger/flow guide
Magnet
(a)
Line of symmetry
(b)
FIG. 3. a The full model geometry of the numerical AMR model. The
magnetic field is perpendicular to the plane of the paper, i.e., in the plane of
the Gd sheets. b The repetitive design of the regenerator allows the full
geometry to be reduced to a repeating unit. Because of the symmetry illus-
trated by the dotted line of the repeating unit the final model geometry can
be reduced to half a regenerator sheet, fluid channel, and heat exchanger/
flow guide.
TABLE I. Density, , heat capacity, cp, thermal conductance, k, thermal diffusivity, =k / cp, and viscosity,
, for the heat transfer fluids used in the present study. All parameters are at 20–25 °C.
Fluid

kg m−3
cp
J kg−1 K−1
k
W m−1 K−1

m2 s−1

mPa s
Ref.
WE 981 4330 0.52 1.2310−7 1.6 18
EG 1115 2406 0.25 0.9410−7 17.5 19
PG 1036 2508 0.20 0.7710−7 40.4 15
OO 915 2000 0.17 0.9310−7 84 20
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In each experiment the temperature span obtained be-
tween the cold end and the “hot end” of the AMR is
measured when the device has reached steady state. This
temperature span is the average difference between thermo-
couples 1 and 5 and is referred to as THC. To compare the
experimental and the numerical results, the model evaluates
THC by determining the temperatures at the positions in the
fluid channel which correspond to thermocouples 1 and 5.
An example of the raw experimental data is shown in Fig. 4.
The steady state temperature span for a range of piston stroke
lengths using each of the heat transfer fluids are shown in
Fig. 5a. The results obtained from the numerical model for
each of the heat transfer fluids in the same range of stroke
lengths are shown in Fig. 5b.
B. Cycle timing variation
In a second set of experiments, the times spent for the
different steps of the AMR cycle have been varied, while
keeping the total cycle time and piston stroke length con-
stant. The ratio 1 /2 has been varied in experiments with
cycle times of =12 s and =18 s. This is done by intro-
ducing a wait time after the magnetization and demagnetiza-
tion to prolong 1 and adjusting the piston velocity in order
to vary 2. In all the experiments the piston stroke was such
that the heat transfer fluid was moved 50% of the length of
the Gd sheets.
The experiments were run using the water and ethanol
mixture as the heat transfer fluid. The temperature span,
THC, as a function of 1 /2 is shown in Fig. 6. The figure
also includes the temperature span predicted by the model
for a range of 1 /2 between 0.25 and 4 for cycle periods of
both 12 s and 18 s.
C. Magnetic field variation
A set of experiments were performed where the magni-
tude of the applied field was varied, while keeping the stroke
length at 50% and a cycle time of 12 s with a ratio of
1 /2=1. The applied field was varied in a range from 0H
=0.30 T to 0H=1.30 T. The steady state temperature dif-
ference measured in the AMR and predicted by the model is
shown as a function of the magnetic field in Fig. 7.
V. DISCUSSION
A. Stroke variation
It is apparent from Figs. 5a and 5b that the general
behavior of THC as a function of stroke length is similar in
the experimental data and the model data. Each of the data
sets shows how even a small stroke length results in the
buildup of a temperature difference between the hot and the
cold ends. THC increases sharply as the stroke length in-
FIG. 4. An example of the raw experimental data from a refrigeration ex-
periment. The temperatures of thermocouples 1 and 5 are plotted as the cold
and hot ends, respectively. 0 10 20 30 40 50 60 70 80 90 100
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FIG. 5. The steady state temperature span, THC, at a range of piston stroke
lengths for a number of different heat transfer fluids. a Experimental data
obtained from the AMR. b Results from the numerical model.
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FIG. 6. The steady state temperature span, THC, at a range of 1 /2 ratios.
The piston stroke length is 50% and the heat transfer fluid is the water and
ethanol mixture.
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creases, as more and more fluid participates in the cooling
cycle. At a certain fluid displacement the temperature span
reaches a maximum. Further increasing the stroke length re-
sults in a gradual decrease in THC. The reason for this is
twofold. First, too much fluid is moved, so that increasing
amounts of warm fluid is pushed into the cold end and cool
fluid is pushed into the hot end, destroying the regeneration
and reducing THC. Second, in order to maintain a constant
2 the fluid is moved faster at long piston stroke lengths
resulting in an insufficient heat transfer from the Gd to the
heat transfer fluid. The maximum THC obtained for each of
the four fluids, along with the corresponding fluid displace-
ment is given in Table II. For each of the fluids a good
agreement on the optimum fluid displacement is observed
between the experimental data and the model predictions.
In both the experimental results and the model calcula-
tions a crossover of THC for OO and PG is observed at
around 50% fluid displacement. This may be due to the
lower thermal diffusivity of PG compared to OO. As the
stroke length increases the velocity of the heat transfer fluid
must increase to maintain a constant 2. The higher thermal
diffusivity of OO facilitates a rapid adjustment of the tem-
perature to that of the Gd, giving a better regeneration and
thus a larger value of THC.
The model consistently predicts a larger maximum tem-
perature span than observed in the experimental data. An
important reason for this may be a reduction in the adiabatic
temperature change in the Gd due to the presence of impu-
rities. The mean field model predicts a Tad in fairly good
agreement with that measured in highly pure Gd. However,
measurements of a commercial grade Gd sample, similar to
the one used in the present study, resulted in a reduction in
Tad of approximately 20%.16 As will be shown below this
would result in a reduction of approximately 20% in the
predicted values of THC.
A further reason for the overestimation of the tempera-
ture span is the gradual application and removal of the field
in the experimental setup. As the sheets of Gd are moved in
and out of the magnet, the field sweeps along the sheets. This
creates an unwanted nonuniform temperature gradient within
the sheets resulting in an increased diffusion of heat along
the length of the sheets. From the thermal conductivity of Gd
and the geometry of the AMR the diffusion along the tem-
perature gradient of the sheets will be about 77 mW K−1.
Any increased temperature gradient in the sheets, due to the
gradual application of the magnetic field, will contribute
some fraction of this value as a loss. This will reduce the
overall gradient in the plates and thus the temperature differ-
ence between the hot and the cold end, THC. The magnitude
of the reduction depends on the duration of the field sweep,
i.e., 1, which in all the present experiments is of the order of
the heat diffusion time of the sheets. This reduction is not
captured by the model where an instantaneous application
and removal of the field is assumed. A future version of the
numerical model will take the gradual field sweep along with
the reduction in Tad due to impurities into account.
Finally, there are heat losses to the surroundings in the
experimental setup which are not included in the model.
Such heat losses, also leading to an overestimation of the
temperature span by the model, may be estimated from the
material properties of the device to be of the order of
40 mW K−1. Heat losses to the surroundings are augmented
by a large thermal conductance of the heat transfer fluid as
well as the temperature difference between the heat transfer
fluid and the surroundings. The thermal conductivity of WE
is more than twice the value of any of the other fluids. Also,
the temperature span obtained with WE is larger than with
the other fluids. Thus, with WE as the heat transfer fluid the
performance of the AMR is expected to be overestimated the
most. As seen in Table II this is indeed the observed result.
Previous investigations have shown that the cooling ca-
pacity of an AMR decreases linearly with the temperature
span.17 The present device is operated without a heat load.
However, very preliminary results from the recent imple-
mentation of such a heat load indicate an inclination of the
cooling capacity of the order of −0.15 W K−1, strongly de-
pendent on the experimental conditions. The losses discussed
above serve to offset the origin of the cooling capacity. A
more advanced model including these losses is under devel-
opment and will be presented in a future publication.
B. Cycle timing variation
In the cycle timing variation data, Fig. 6, THC is ob-
served to increase as 1 /2 is decreased. This is true for both
the experimental data and the model predictions with cycle
periods of both 12 and 18 s. Again the model consistently
overestimates the temperature span of the AMR. The heat
transfer fluid employed was WE with a fluid displacement of
50%, so in accordance with the above results an overestima-
tion is expected due to the large thermal conduction of WE.
This is in addition to the overestimation of the adiabatic
temperature change due to impurities in the Gd and the
0 0.25 0.5 0.75 1 1.25 1.5 1.75 20
5
10
15
20
μ0H (T)
Experimental results
Model results
∆T
(K
)
H
C
FIG. 7. The steady state temperature span, THC, at a range of applied
fields. The experimental data are compared to the data obtained from the
numerical model.
TABLE II. The maximum temperature span, THC, and corresponding fluid
displacements for each of the heat transfer fluids tested.
Experimental Model
Fluid Max. THC
(K)
Displacement
(%)
Max. THC
(K)
Displacement
(%)
WE 6.9 48 10.8 44
EG 6.4 38 9.1 44
PG 6.2 38 8.5 38
OO 6.0 48 8.3 44
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gradual removal of the magnetic field discussed above. Both
the reduced Tad due to impurities and the heat loss will
depend on THC and decrease as the THC decreases. Con-
versely, the relative overestimation of THC due to the
gradual movement of the regenerator in and out of the field
will increase as 1 is increased. This is the reason for the
almost constant absolute difference between the experimen-
tal results and the model predictions.
Figure 6 shows for both data sets that below a certain
value of 1 /2 a cycle period of 12 s gives a higher THC
than a cycle period of 18 s. The slower 18 s cycle has a larger
heat loss to the surroundings during the cycle and also more
thermal conduction within the AMR. When decreasing 1 /2,
there will be an increase in 2. The resulting slower move-
ment of the liquid during 2 allows thermal equilibrium be-
tween the gadolinium and fluid to be established. At large
values of 1 /2 the time 2 becomes short giving a poor
performance, as thermal equilibrium is not reached in each
cycle. This is especially true for the 12 s cycle where 2 is
very short for large values of 1 /2. This very short 2 ex-
plains the crossover observed in both the experimental data
and the model predictions, where the 18 s cycle gives a
higher THC than a 12 s cycle at the largest values of 1 /2.
It is apparent in both the experimental data and the
model predictions that 1 should be as small as possible. Any
excess time spent on 1 leads to a poorer performance due to
dissipation of heat to the surroundings. An example is seen
by comparing the 1 /2=2 model data point in the 18 s cycle
with the 1 /2=1 model data point for the 12 s cycle. At both
data points 2=3 s while 1=3 s in the 12 s cycle and 1
=6 s in the 18 s cycle. The shorter 1 results in a higher
THC. This would suggest that a large 2 is beneficial. How-
ever, increasing 2 beyond a certain value does not result in
an increase in THC. This is seen by comparing the 1 /2
=0.5 model data point in the 18 s cycle with the 1 /2=1
model data point for the 12 s cycle. At both data points
1=3 s while 2=3 s in the 12 s cycle and 2=6 s in the 18
s cycle. The two data points result in almost identical values
of THC, so there is no advantage in prolonging 2 from 3 to
6 s.
The model may be used to calculate the temperature pro-
file within the heat transfer fluid in the regenerator. This has
been done for the 1 /2=0.5 data in both the 12 s cycle and
18 s cycle, as shown in Fig. 8. The temperature profiles are
calculated at the steady state temperature span, directly after
the cold-to-hot blow. The profiles may be compared to the
experimental data at the values of 1 /2 close to 0.5. The
temperatures of each of the five thermocouples are indicated
in both plots. As it is expected, both the measured and the
calculated temperatures follow an almost linear gradient
within the fluid. The calculated gradients are of course
steeper due to the larger THC in the model data compared to
the measured data.
C. Field variation
As expected THC increases in both the experimental
data and the model predictions as the applied field is in-
creased. Again it is observed that the model consistently pre-
dicts a higher THC than measured in the experiments. This
is due to the same reasons as discussed above.
The geometry of the Gd sheets gives rise to a demagne-
tizing field opposing the applied field, thus reducing the in-
ternal field experienced by the Gd. The magnitude of such a
field is minimized by the orientation of the field in the plane
of the sheets. However, due to the high susceptibility of Gd
in low fields the demagnetization field will still be signifi-
cant. The magnetic field used as an input to the numerical
model is the internal field. Thus the experimental data in Fig.
7 move toward smaller fields compared to the model results,
further reducing the difference between the experimental
data and model predictions.
The mean adiabatic temperature change in the Gd plates
at steady state may be calculated from the temperature de-
pendence of Tad assuming the linear temperature gradient
in the Gd plates, as observed above, using MFM. An effec-
tive adiabatic temperature change, Teff is calculated as the
average of the mean adiabatic temperature changes in the Gd
sheets upon magnetization and demagnetization.
This effective adiabatic temperature change, along with
the steady state temperature span, THC, may be used to
define a ratio of regeneration, , as
 =
THC
Teff
. 1
This is a measure of how much the adiabatic temperature
change induced by magnetization and demagnetization is
amplified by the AMR. Figure 9 shows  as a function of
applied field for both the model and experimental data. In-
terestingly, a constant value of  of just below 4 is observed
in the model data independent of the applied field.
In the experimental data, however, the value of  gradu-
ally increases until it reaches a constant value of about 2.4 at
around 1 T. This constant value is lower than the one ob-
served in the model prediction due to the same reasons as
outlined above.
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FIG. 8. The temperature profiles within the heat transfer fluid at steady state
for cycle periods of a 12 s and b 18 s. Both data sets are at 1 /2=0.5.
The solid lines indicate the temperature profiles calculated by the model,
while the open data points indicate the experimentally measured data points,
connected by a dashed line for clarity.
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The initially lower value of  may be due to other losses
such as mixing, which are not present in the model calcula-
tions. Again, the numerical model uses the internal magnetic
field, whereas the experimental data are plotted as a function
of the applied magnetic field. Thus the experimental data in
Fig. 9 move toward smaller fields compared to the model
results.
VI. CONCLUSION
A versatile magnetic refrigeration test device allowing
control of a large number of experimental parameters has
been presented. Results from parameter variations of the type
of heat transfer fluid, the heat transfer fluid movement, cycle
timing, and applied magnetic field are given. These results
are compared to the results obtained from a detailed 2D nu-
merical model of the magnetic refrigeration test device. A
qualitative and, to some extent, quantitative agreement be-
tween experiment and model is observed. The deviations be-
tween the experiment and model results may be explained by
impurities in the gadolinium resulting in a lower adiabatic
temperature than implemented in the numerical model, heat
losses not included in the model as well as the fact that the
gradual movement of the AMR in and out of the field in the
experiments is assumed instantaneous in the model.
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FIG. 9. The ratio of regeneration as a function of the applied field for both
the model calculations and the experimental data.
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